IN THE CLAIMS 
Please amend the claims as follows: 



1 . (Currently Amended) A foot-operated input unit for use with a computer to 
enable . which forms a dictating machine, the foot-operated input unit comprising: 

a processor configured to (1) enable foot-operated control 
information input for operation of the dictating machine , (2) enable a connection 
for connecting the foot-operated input unit to the computer, wherein control 
information is delivered to the computer using the connection, and (3) enable a 
digital data bus link coupled to the connection, wherein the connection device is 
arranged for receiving the audio information as digital audio data from the 
computer and delivering the control information as control data to the computer 
using the digital data bus link : and 

a headphone or loudspeaker ceu^ted -connected to the foot- 
operated input unit, wherein audio information from the dictating machine is 
delivered to headphones or loudspeakerf 

a conn e ct i o n for conn e ct i ng th e foot -o p erated input un i t to t he 
compu t e r, wher e in contro l i nfor m ation i s d eli v e r e d to th e comput e r us i ng th e 

cnnngarif inn-' 

a-di g i tal data bus li nk c o up le d to th e co mecti on, where i n the 

da t a from the compu ter and d eli v e ring the contro l info r-mat ion as control data to 
th e comput e r using the dig i tal data bus li nk . 

2. (Previously Presented) An input unit as claimed in claim 1, wherein audio 
processor processes the audio information received from the connection and 
delivers an analog audio signal for the headphones or loudspeaker respectively, 
to the connection. 
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3. (Previously Presented) An input unit as claimed in claim 2, wherein the 
connection is arranged for setting up a USB data link. 

4. (Previously Presented) An input unit as claimed in claim 1 , wherein a 
loudspeaker is provided and the audio processor is arranged for delivering the 
analog audio signal to a built-in loudspeaker. 

5. (Previously Presented) An input unit as claimed in claim 1 , wherein connection 
is arranged for setting up a digital data bus link over a radio-frequency radio link. 

6. (Previously Presented) An input unit as claimed in claim 5, wherein the 
connection are arranged for setting up a radio-frequency radio link corresponding 
to Bluetooth protocol. 
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